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INTRODUCTION 

Wireless traffic in the United States has nearly doubled since the last publication of this white paper in 

2012 and global mobile data traffic is expected to grow 11 to 13 times over the next five years. This 

pressures the industry to provide increased capacity without adding the substantial costs of new base 

station sites. It is an immense challenge that has been addressed so far with a variety of means, not 

least of which has been the deployment of increasingly capable smart antenna solutions. 

The LTE standard has made tremendous gains in the efficient use of Multiple-Input Multiple-Output 

(MIMO) and general smart antenna schemes, many of which have been increasingly applied to HSPA 

systems. LTE is unique in requiring as a minimum that all terminals include a second receive antenna 

for receive diversity and downlink MIMO support.  

This white paper provides specific details of the MIMO techniques and antenna configurations that 

have helped meet the burgeoning growth in mobile broadband demand. It also focuses on the transmit 

modes (TMs) and the appropriate antenna configurations that have proven themselves in field 

deployments. This paper is a condensed version with some updated material from the 2012 4G 

Americas white paper, available for download at: www.4gamericas.org. The 2012 version provides a 

more expansive scope including the history, trends, and specification of antennas and ancillary 

equipment. 

 

  

http://www.4gamericas.org/
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1. ANTENNA FUNDAMENTALS 

Antennas are critical to all wireless communications and significant advances in their capabilities have 

been made in the past several decades.  Figure 1 below shows the inside of a modern antenna, where 

we are reminded that what we refer to as an antenna consists of a number of individual antenna 

elements all contained within a single radome. The antenna shown below has four coaxial DIN
1
 

connectors serving two frequency bands each with two polarizations. The coaxial connections feed a 

distribution network that connects the 4 separate signals to the radiating elements. In one case, the 

coaxial connector feeds the +45  ̄ polarization of the 5 higher frequency band radiating elements 

(mounted on the circular plates) while another coaxial connection feeds the +45  ̄polarization radiating 

elements in the 4 lower frequency band radiating elements. The feed network includes a variable 

phase shifter shown in Figure 2 that introduces a larger transmission delay to the lower elements so 

that the electromagnetic waves radiating from the elements will be in phase at an angle tilted down 

toward the ground where the mobile users are located. The tilt angle may be adjusted with a manual 

tilt rod or a motorized actuator controlled remotely over the AISG connection. 

 

Figure 1 ï Internals of a typical modern antenna structure for mobile wireless applications. This has four electrical 

ports. 

We see in this structure a total of 18 radiating antenna elements; 5 high band with a polarization of 

+45  ̄and five with a polarization of-45 ,̄ along with 4 low band of each polarization. When packaged in 

a common radome we refer to this overall structure as a single antenna even though there are 18 

                                                                 

1
 Coaxial RF connectors standardized by the Deutsches Institut für Normung (DIN). 
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antenna elements inside.  We refer to this as a single cross polarized column with two frequency 

bands interspersed. Also, even though the tilt actuator is motorized, we refer to this as a passive 

antenna because there are no active elements in the signal paths. (Active electronics use DC power to 

amplify or transform signals.)  The 2012 white paper released by 4G Americas provides a detailed 

description of Active Antennas (AA) that include the radio transceivers inside the radome as well. 

Generally, the taller an antenna is, and the more elements there are in a column, the more resolution 

we have in shaping the vertical characteristics of the radiated pattern. That is to say, doubling the 

height allows us to about halve the vertical beam width and about double the antenna gain. This is tied 

to the wavelength so as the frequency doubles with a fixed height radome, we also tend to be able to 

double the antenna gain and halve the vertical beam width.  

Consequently, in many installations where the antennas are limited to a fixed height such as 6 feet for 

esthetic and zoning reasons, we see that the higher frequency bands can have twice the antenna gain 

(3dB) as the lower frequency bands.  

Likewise, the antenna width impacts the horizontal beam width. This is why a six sectored installation 

requires antennas that are about double the width of three sectored installations.   

 

Figure 2 ï View of the back of a typical modern antenna showing the tilt mechanisms. 

More detailed definitions and acronyms concerning antennas are listed in the Appendix.  In addition, 

definitions of base station antenna parameters and associated and standards recommendations can 

be found in a Next Generation Mobile Network (NGMN) Alliance whitepaper entitled ñNGMN 
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Recommendations on Base Station Antenna Standardsò.
2
  This paper addresses the base station 

antennas typically used in FDD systems and in some TDD systems.  A second NGMN whitepaper 

covers the advances in multi-column beamforming antenna that are being used in TDD systems.  It is 

entitled, ñMulti-Antenna Technology ï Multi-Antenna Future Requirementsò.
3
 

Base station antenna technology has progressed in response to industry requirements and trends.  

The key drivers have been the continuing addition of cellular frequency bands, the integration of more 

functionality into single radome housing, and antenna techniques that contribute additional capacity to 

cellular networks.    

                                                                 

2
 NGMN, Recommendations on Base Station Antenna Standards, version 9.6, 15 Jan 2013 URL: 

http://www.ngmn.org/nc/downloads/techdownloads.html 

3
 NGMN, Multi-Antenna Technology ï Multi-Antenna Future Requirements, version 2.3, 6 Feb 2013 URL: 

http://www.ngmn.org/nc/downloads/techdownloads.html 

 

http://www.ngmn.org/nc/downloads/techdownloads.html
http://www.ngmn.org/nc/downloads/techdownloads.html
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2.  MIMO WITH LTE 

For many years base station antennas have been modified in one way or another to optimize the 

transmission or reception of signals. Multiple antenna elements may be used to shape beams and 

steer nulls in one direction or another. In the terminal, too, one may double the number of receive 

antennas to nearly double the received power and increase the SINR by nearly 3 dB.  

However, if we add antenna elements at both the base station and at the terminal, then we are able to 

introduce an important new capability of using multiple antennas to input signals into space and 

multiple antennas to output the signals. This is referred to as Multiple Input and Multiple Output 

(MIMO).  MIMO schemes are characterized by the number of antennas transmitting into the air, M, and 

the number of antennas receiving those same signals at the receiver(s), N; designated as ñMxN.ò  So, 

for example, the downlink may use, for example, 4 transmit antennas at the base station, and two 

receive antennas in the terminal, which is referred to as ñ4x2 MIMO.ò The uplink might use one single 

transmit antenna in the terminal and 4 receive antennas at the base station, for ñ1x4 SIMOò operation.  

The ñMxNò refers to the number of antennas in each end of the link (downlink or uplink) and not to the 

number of antennas at just one end of the link. As another typical example, an operator uses 2 

transmit antennas and 4 receive antennas in the base stations while the terminal uses two receive 

antennas and one transmit antenna, so the downlink is 2x2 MIMO and the uplink is 1x4 SIMO. The 

base station is said to have 2T4R and the terminal, 1T2R. 

The multiple antennas at the terminal side may all be within a single userôs terminal in which case we 

refer to this as Single User MIMO, or ñSU-MIMO.ò If channel conditions are good, this single user may 

receive multiple streams of data, nearly multiplying the obtainable peak throughput by the number of 

antennas. Alternatively, Multi-User MIMO or ñMU-MIMOò refers to having multiple streams destined for 

multiple users, multiplying the aggregate cell throughput by the number of antennas.  

What constitutes an antenna? Two metal wires connected to an RF transmit or receive chain may form 

two antennas, but if they are wrapped around each other or otherwise too close together, their signals 

will be highly correlated and wonôt produce distinguishable signals at the other end of the link. If the 

two wires are very far apart, say several km, then their coherence is challenged and it is likely that one 

or the other will always be received weakly at the other end of the link. A happy medium exists when 

two antennas are very close together but cross polarized, then their signals are both coherent and 

reasonably de-correlated. We see here that the nature of the channel, how much multi-path or clutter it 

has, as well as the physical structure of the antennas ï their spacing and polarization ï all affect the 

quality of the MIMO configuration. Different antennas perform better in certain environments, and 

different signaling schemes (Transmission Modes or TMs) are appropriate for different antenna 

configurations and channels. 

With the E-UTRAN (LTE) 3GPP specifications, an extremely sophisticated suite of transmission 

modes was defined for taking advantage of a wide variety of MIMO antenna and channel situations. 

With LTE-Advanced, there are 10 different Transmission Modes (TMs) applicable to 1, 2, 4, or 8 base 

station transmit antennas and 2, 4 or 8 terminal receive antennas. The base stationôs scheduler 

dynamically adapts the modes to adjust the number of streams as the rank of the channel changes 

with time, and the terminals may be requested to signal back channel state information; or open loop 

transmit diversity can be used if spatial multiplexing is less effective. The rank refers to how many 

separate signal paths can be recognized by the receiver. Mathematically, this corresponds to the rank 

of the matrix representing the connectivity of the input to the output antennas ï the number of 

independent paths. If all antennas are co-polarized, in free space or in an anechoic chamber where 
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there are no reflections, the rank collapses to 1 and no MIMO gains can be had, except for the added 

power received from multiple antennas. Polarization diversity increases the rank to the extent to which 

the channel sustains the independence of the signals transmitted on separate polarizations. Thus, a 

cross-polarized transmission pair in the same anechoic chamber can communicate with a cross- 

polarized pair of receive antennas with a rank of 2.  We say that the channel is rich in multipath when 

the rank is high. Mathematically, the rank is limited to the minimum of the number of rows and columns 

corresponding to the lesser of the number of transmit and receive antennas. Therefore, a 4x2 MIMO 

system can have a rank of no more than 2, and we can transmit no more than 2 streams to that 

receive terminal. 

We recognize that currently hand held terminals are limited by power and cost to having a single 

transmit antenna (at least for a particular carrier frequency) limiting uplink to 1xN SIMO, consequently 

we focus on the downlink MIMO operation. 

2.1 LTE DOWNLINK MIMO BASICS 

Figure 3 below shows the taxonomy of antenna configurations supported in Release-10 of the LTE 

standard (as described in 3GPP Technical Specification TS 36.211, 36.300).  The LTE standard 

supports 1, 2, 4 or 8 base station transmit antennas and 2, 4 or 8 receive antennas in the User 

Equipment (UE), designated as: 1x2, 1x4, 1x8, 2x2, 2x4, 2x8, 4x2, 4x4, 4x8, and 8x2, 8x4, and 8x8 

MIMO, where the first digit is the number of antennas per sector in the transmitter and the second 

number is the number of antennas in the receiver.  The cases where the base station transmits from a 

single antenna or a single dedicated beam are shown in the left of the figure. The most commonly 

used MIMO Transmission Mode (TM4) is in the lower right corner, Closed Loop Spatial Multiplexing 

(CLSM), when multiple streams can be transmitted in a channel with rank 2 or more. 
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Figure 3 ï Taxonomy of smart antenna processing algorithms in LTE Release 10. Shadows behind blocks indicate that they are capable of transmitting multiple streams.  

(LTE Release 11 recently added Transmit Mode 10 with explicit support for CoMP (Coordinated MultiPoint Transmission Reception) use which is not shown.) 
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These transmission modes are implemented through physical antennas described further in Figure 7 later 

in the section. 

Beyond the single antenna or beamforming array cases diagrammed above, the LTE standard supports 

Multiple Input Multiple Output (MIMO) antenna configurations as shown on the right of Figure 3.  This 

includes Single User (SU-MIMO) protocols using either open loop or closed loop modes as well as 

transmit diversity and Multi-User MIMO (MU-MIMO).  In the closed loop MIMO mode, the terminals 

provide channel feedback to the eNodeB with Channel Quality Information (CQI), Rank Indications (RI) 

and Precoder Matrix Indications (PMI). These mechanisms enable channel state information at the 

transmitter which improves the peak data rates, and is the most commonly used scheme in current 

deployments.  However, this scheme provides the best performance only when the channel information is 

accurate and when there is a rich multi-path environment.  Thus, closed loop MIMO is most appropriate in 

low mobility environments such as with fixed terminals or at pedestrian speeds.  

In the case of high vehicular speeds, Open Loop MIMO may be used, but because the channel state 

information is not timely, the PMI is not considered reliable and is typically not used.   In TDD networks, 

the channel is reciprocal and thus the DL channel can be more accurately known based on the uplink 

transmissions from the terminal (the forward linkôs multipath channel signature is the same as the reverse 

linkôs ï both paths use the same frequency block). Thus, MIMO improves TDD networks under wider 

channel conditions than in FDD networks. 

One may visualize spatial multiplexing MIMO operation as subtracting the strongest received stream from 

the total received signal so that the next strongest signal can be decoded and then the next strongest, 

somewhat like a multi-user detection scheme.  However, to solve these simultaneous equations for 

multiple unknowns, the MIMO algorithms must have relatively large Signal to Interference plus Noise 

ratios (SINR), say 15 dB or better.  With many users active in a base stationôs coverage area, and 

multiple base stations contributing interference to adjacent cells, the SINR is often in the realm of a few 

dB.  This is particularly true for frequency reuse 1 systems, where only users very close to the cell site 

experience SINRs high enough to benefit from spatial multiplexing SU-MIMO. Consequently, SU-MIMO 

works to serve the single user (or few users) very well, and is primarily used to increase the peak data 

rates rather than the median data rate in a network operating at full capacity.  

Angle of Arrival (AoA) beamforming schemes form beams which work well when the base station is 

clearly above the clutter and when the angular spread of the arrival is small, 

corresponding to users that are well localized in the field of view of the sector; 

in rural areas, for example.  To form a beam, one uses co-polarized antenna 

elements spaced rather closely together, typically l/2, while the spatial 

diversity required of MIMO requires either cross-polarized antenna columns or 

columns that are relatively far apart. Path diversity will couple more when the 

antennas columns are farther apart, often about 10 wavelengths (1.5m or 5ô at 

2 GHz).  That is why most 2G and 3G tower sites have two receive antennas 

located at far ends of the sectorôs platform, as seen in the photo to the right. 

The signals to be transmitted are multiplied by complex-valued precoding 

weights from standardized codebooks to form the antenna patterns with their 

beam-like main lobes and their nulls that can be directed toward sources of interference. The 

beamforming can be created, for example, by the UE PMI feedback pointing out the preferred precoder 

(fixed beam) to use when operating in the closed loop MIMO mode TM4.  



 4G Americas MIMO and Smart Antennas for Mobile Systems ï July 2013 ï All Rights Reserved   11 

LTE (4G) provides several different variations for Multiple Input Multiple Output (MIMO) techniques, from 

beamforming, to MIMO, or single antenna schemes, through selection of one of 9 Transmission Modes 

(TMs). These Transmission Modes (TMs) classified above in Figure 3 are detailed further in the table 

below. This table includes TM8, which is introduced in LTE Release 9 to support dual layer beamforming 

(Multi-User MIMO), and TM9 which is introduced in Release 10 (LTE-Advanced) to increase the number 

of layers from 4 to 8. The antenna types refer to those diagrammed in Figure 6. 

Table 1 ï eNodeB Transmission Modes in of the LTE standard through Release 10. 

TM Title Antenna 

Type 

Description 

1 Single 

Transmit 

Antenna Port 0 

SIMO, rank 1 

1 column 

(A) 

or 

Other 

antenna 

types with 

Tx only on 

1 column 

This TM uses no spatial multiplexing. It is useful for some single 

antenna femtocells and some control channels.  

2 Open Loop 

Transmit 

Diversity 

For rank 1 

2 or 4 

antennas 

(D, E, F, 

H, I) 

The default and most robust transmit mode where the same 

information is transmitted through multiple antennas, each with 

different coding/frequency resources. Alamouti codes are used with 2 

antennas as the Space Frequency Block Codes (SFBC). For 4TX, 

SFBC along with Frequency Shift Time Diversity (FSTD) are used. 

This is a common fallback mode with dynamic adaptation from other 

MIMO and beamforming modes. 

It has no dynamic rank adaptation but can adapt the link through 

CQI, i.e. dynamic adaptation.  
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3 Open Loop 

Spatial 

Multiplexing  

SU-MIMO with 

Cyclic Delay 

Diversity, CDD 

Multi-Stream 

For ranks 2 to 

4 

2 or 4 

antennas 

(B, D, E, 

F, H, I) 

As an open loop mode, this requires no PMI, but utilizes RI (rank 

adaptation) and CQI information from the UE for adaptation on a TTI 

(Transmission Time Interval) level, and is supporting multi-stream 

use for channels that are rapidly changing such as with high velocity 

UEs to harvest diversity and spatial multiplexing benefits. 

Precoding of 2x2 MIMO uses the following table as defined in 3GPP 

TS 36-211 Table 6.3.4.2.3-1.  

Code Book 1 Layer 2 Layers 

0 

Ѝ
 

Ѝ
 

1 Ѝ
 
   
ɀ

 
Ѝ

   
ɀ

 

2 Ѝ  ░ 
 Ѝ

   
░ ɀ░

 

3 Ѝ ɀ░  
 Not Applicable 

The antenna patterns arising from these codebook entries are shown 

in Figure 4.The Cyclic Delay Diversity (CDD) creates additional time 

diversity.  

4 Closed Loop 

Spatial 

Multiplexing 

SU-MIMO 

Multi-Stream  

For rank 2 to 4 

2 or 4 

antennas 

(B, D, E, 

F, H, I) 

To allow the UE to estimate the channels needed to decode multiple 

streams, the eNodeB transmits Reference Signals (RS) on 

prescribed Resource Elements, the CRS (Cell-specific Reference 

Symbols) per antenna. The UE replies with the Precoding Matrix 

Indicator (PMI) indicating which precoding is preferred from the 

codebook given above for TM3, adding beamforming benefits. The 

CRS is applied for UE demodulation channel estimation for TM1 

through TM6.  

5 Closed-Loop 

Multi-User 

MIMO 

For rank 2 to 4 

2 or 4 

antennas 

(B, C, E, 

F, H) 

Similar to TM4 but for the multi-user case. 

This is a basic MU-MIMO scheme from Release 8, and is not widely 

used.
i
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6 Closed Loop 

Rank 1 

Precoding 

For rank 1 

Spatial 

Multiplexing 

2  or 4 

antennas 

(D, E, F, 

G, H, I) 

For a single layer (rank 1) channel, this mode uses PMI feedback 

from the UE to select the preferred (one layer) codebook entry from 

the codebook given in TM3 above. 

Precoding the signal at the baseband for the different antennas 

results in the beamforming shown below in Figure 4. 

This precoding beamforming selected by UE PMI feedback is not 

cognizant of multi-user intercell interference and is somewhat distinct 

from the classical beamforming based upon Angle of Arrival or 

similar approaches used in TM7 and TM8.  

7 Single Layer 

Beamforming 

(angle of 

arrival) for port 

0 

Linear Array 

Beamforming 

Antenna port 5 

Virtual 

Antenna 

port 5 

made from 

(B, C, E, 

G)  

In this mode, both the data and an additional Demodulation  

Reference Signals (DMRS) are transmitted with the same UE-

specific antenna weights which form a virtual antenna pattern 

(Antenna port 5) so that the UE does not distinguish the actual 

physical antennas as in the classical beamforming approach.  

The specific method of calibration and determining weights is left to 

implementations such as Angle of Arrival (AoA), MUSIC
ii
 or 

ESPRIT
iii
.  

TM7 support is mandatory for TD-LTE and optional for FDD-LTE. 

8 Dual Layer 

Beamforming 

based upon 

angle of arrival 

SU-MIMO or 

MU-MIMO 

Virtual 

antenna 

ports 7 

and 8 

Made from 

(C, E, G) 

Introduced in Release 9, TM8 does classical beamforming with UE 

specific DMRSs, like TM7, but for dual layers. This permits the 

eNodeB to weight two separate layers at the antennas so that 

beamforming can be combined with spatial multiplexing for one or 

more UEs.  

The two layers can be targeted to one or two UEs. 

Similar to TM7, TM8 support is mandatory for TD-LTE and optional 

for FDD-LTE.  TM8 can also be used in vertical beamforming 

enabled by an Active Antenna System.  

9 8 layer 

SU/MU-MIMO  

Ports 7 to 

14 

Introduced in Release 10, as part of LTE-Advanced, TM9 

implements 2, 4 or 8 virtual ports, It is the only TM suitable for 8 

ports, and most suitable for MU-MIMO with dynamic switching from 

SU-MIMO. It is applicable to either TDD or FDD systems. 

10 8 layer 

Transmission  

Ports 7 to 

14 

Introduced in Release 11 as part of LTE-Advanced, TM10 is an 

enhancement to TM9 to explicitly support CoMP (Coordinated 

MultiPoint transmission reception) with improved interference 

measurements, antenna port co-location assumptions and multi-point 

CSI feedback. TM 10 also supports Multicast Broadcast Single 

Frequency Network (MBSFN).  
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For transmit modes 3 through 6, a precoding type of beamforming is used to phase the signals on 

multiple antennas and to concentrate the antenna pattern toward various horizontal directions when 

transmitting to a UE on the downlink. The UE sends a feedback message on a TTI (Transmission Time 

Interval) level that recommends the precoder matrix that will optimize the quality of the link between the 

base station and the UE.  For the case of two antenna columns, the precoding coefficients given in table 

entry TM3 yield the horizontal antenna gain patterns shown below in Figure 4. The two antenna columns 

are assumed to be separated by l/2, with antenna type ñBò - from Figure 6, and perfect antenna array 

calibration is assumed. Here we can see that codebook entry 1 would be appropriate for transmitting a 

UE located to the left or right of the antennaôs boresight.  Note that codebook entry 1 provides less 

interference to UEs in other cells that are located in the antennaôs boresight.  Codebook entry 2 would be 

best for a UE located to the right of the boresight. Codebook entry 2 will reduce interference into adjacent 

cells to the left of boresight, helping to improve the typical SINR for the networkôs UEs.   
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Figure 4 ï Antenna patterns resulting from the two antenna codebook entries of TM3, TM4 and TM6. The views are 

horizontal cuts as seen from above with the two antennas spaced by half a wavelength and represented by the red dots. 

The element factor is taken from 3GPP TR 25.996. This assumes a spacing of l/2 and perfect calibration. 

A 4-antenna version of the above figure includes 16 different antenna patterns. They are generated by a 

linear array of 4 antenna columns such as in antenna style C in Figure 6. However, this antenna is not 

commonly used today because it is twice as wide as antenna type E which provides cross polarization 

diversity advantage.  

For illustrative purposes, the general applicability of the various TM modes is shown below in Figure 5: 
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Figure 5 ï MIMO TM Modes in LTE-Advanced selected on the basis of UE SINR and speedi. 

2.2 ANTENNA CONFIGURATIONS FOR MIMO 

MIMO systems place requirements on the RF link as to be rich enough to make the channel separable to 

detect multiple streams, similar to the receive diversity system requirements that are in place for current 

cellular networks, that is, there must be de-correlation between the channels received at the antennas.  

This signal richness is provided by the environment with e.g. reflections and supported by space diversity 

achieved by the separation of the antennas, or by the use of polarization diversity when implemented by 

the use of orthogonal antenna elements.   

Early cellular systems employed spatial diversity and typically used two vertically polarized antennas 

separated by a distance of 10 wavelengths, or greater, at the frequency of operation.  Most cellular 

providers have switched to polarization diversity, utilizing cross polarized antennas, which have been 

shown to provide equivalent if not better diversity gain than it does for spatial diversity.
iv
  Dual polarized 

antennas have the added benefit of integrating two antenna arrays into one radome housing while 

maintaining the same size. 

Most antenna properties, and their associated specifications, influence the illuminated coverage of the 

cell site topography and the link budget between the base station and handset.  However, for dual-pol 

antennas, both cross-polar discrimination and port-to-port isolations can affect the diversity or MIMO 

performance of the system by introducing correlation between the channels.  Studies have shown that the 

standard specifications that meet the requirements for effective receive diversity performance
v
 also 

provide adequate de-correlation for effective MIMO system performance.
vi
 

In summary, a standard dual polarized antenna (e.g. antenna D in Figure 6) works well for 2x2 MIMO, as 

do two spatially separated dual-pol antenna for 4x2 or 4x4 MIMO.  A quad antenna, which packages two 

dual polarized arrays into one radome (e.g. antenna type E in Figure 6), provides effective 4x2, or 4x4 

MIMO performance in a compact width radome.vi  With the two columns of cross-pol elements, the 

antenna can transmit on two cross polarized elements in the two columns, and receive on all 4 branches, 

or if 4 transmit RF chains are used, then 4x2 MIMO can be used in the downlink. Spatial separation of 1ɚ 

between dual-polarized arrays is the norm for quad antennas.  Studies presented in this paper indicated 

that quad antennas that have a spatial separation of less than 1ɚ can provide throughput gains for closed-
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loop, spatial multiplexing, pre-coded beamforming (LTE transmission mode TM4), albeit at the possible 

expense of degraded diversity performance and some compromise in antenna performance. 

Physically, these antennas are categorized below in Figure 6 where the short lines correspond to 

individual antenna elements, typically arranged in columns.  Such columns are able to define the vertical 

beam width required to properly illuminate a cell sector and which is a characteristic of base station 

antennas.  Typically the antenna elements in each column are interconnected and share a common RF 

connector shown below the columns.  These correspond to the individual RF cables that connect the 

radios and their amplifiers.  The configurations shown are restricted to no more than 4 cables per sector, 

corresponding to the 4x4 limit in the Release 8/9 standards.  
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Trans. Mode 
Antenna 
Config. Figure Description 

TM1 1V (A) 1 Column with vertical polarization (V-Pol) 

TM5 

TM7 (TDD) 

ULA ï 2V (B) 2 Closely spaced V-pol columns 

TM5 

TM7-8 (TDD) 

ULA-4V (C) 4 V-pol columns 

TM2-4, TM6 DIV 1X (D) 1 Column with dual-slant-45 polarization (X-pol) 
for 2 branch MIMO 

TM2-6 

TM7-8 (TDD) 

CLA-2X (E) 2 Closely spaced X-pol columns (Quad Port) 
4 branch MIMO or 2 antenna beamforming 

TM2-6 CLA-3X (F) 
1 X-pol center column between two closely spaced x-pol columns. The outer 
columns have only one polarization active, the other two are shown in dashed 
lines suitable for use with another frequency band or for ñpaddingò.  

TM2-6 

TM7-8 (TDD) 
TM9 (w/o Butler 
matrix) 

CLA-4X 
(aka BM-4X) 

(G) 4 X-pol columns with dual Butler Matrix 
TM9 can use up to 8 ports without a Butler Matrix for 4 antenna beamforming 

The Butler matrix in antenna G is used to distribute phase and amplitude 
weighted contributions of the 4 RF connectors to the 8 columns to form 4 
separate beams (two for each polarization, each half as narrow a beam width as 
antenna E). 

TM2-6 DIV-2X (H) 2 Widely spaced X-Polarized columns  

TM2-4, TM6 TX-DIV (I) 2 Widely spaced Vertically polarized columns 

Figure 6 ð Antenna configurations with the constraint of no more than 4 antenna cables per sector for a total of 12 

cables for a 3 sector system. (ULA=Uniform Linear Array, DIV=Diversity, CLA=Clustered Linear Array) The color code 

for the RF Coaxial connectors is the same as for the elements, except for the Butler Matrix case. These illustrative 

diagrams represent a single band.  Additional frequency bands may be overlaid within the radomes containing these 

antenna elements. 

No one antenna configuration is optimal for all environments, for example, in rural areas where the 

eNodeB antennas are located above the clutter, antennas that can form beams such as C and G are 

best.  In urban macrocellular environments where angle spread is large, cross-polarized antennas E, G, 

or H give best gains from polarization diversity.  In urban microcellular base stations that are embedded in 

the clutter and the angle of arrival spread is large, then the antenna (H) is expected to be good at 

providing the greatest path diversity comparable downlink spectral efficiency. 
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2.2.1 TYPICAL 8 BRANCH CLUSTERED LINEAR ARRAY (CLA-4X) ANTENNA 

As an example of a practical modern antenna, Figure 7 illustrates a typical dual polarized array with 4 

columns of cross-dipole radiators, a calibration circuit, and 9 connectors.  Generally, 1.5 VSWR is 

required on all antenna and calibration ports. Isolation between co-polarized and cross-polarized antenna 

ports is desired to be greater than 25 dB and 30 dB respectively. 

This antenna can be used in either broadcast mode or beamforming mode.  In broadcast mode, a typical 

65  ̄ azimuth beam width is required for a tri-sector system with approximately 17 dBi gain.  In 

beamforming mode, a 4-column array can provide an additional 6 dB antenna gain at boresight reducing 

to about 3 dB additional gain at the maximum scan angle of °60 .̄   For MIMO applications, cross-

polarization rejection between the orthogonal +45/-45 polarized ports of 20 dB at boresight and 10 dB 

over sector (°60 )̄ is typically required.  

A broadband multicolumn antenna with Remote Electrical Tilt (RET) would need to have similar elevation 

pattern performance of a fixed tilt antenna over a downtilt range of typically 0 -̄10 .̄  To reduce adjacent 

cell interference, typically 16 dB upper sidelobe suppression is required. 

For beamforming accuracy, a calibration circuit is required to reduce effects of transceiver variations 

between paths.  The passive calibration circuit typically requires amplitude balance between paths of 

< 0.7 dB and phase balance of < 5 .̄   
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Figure 7 ï Typical 4 column dual polarized beamforming antenna (source: Commscope). This antenna radome has 8 

separate coaxial connectors, suitable for 8T8R operation common with high band TDD systems such as TD-SCDMA and 

TD-LTE. 

2.2.2 MULTI-BEAM ANTENNAS  

Multi-beam antennas are starting to be used in cellular networks where it is desired to increase capacity 

of existing cells. A single sector antenna can be replaced by two or more cell sectors, e.g. cell-split by 

higher order of sectorization.  For this it is convenient to replace the single sector antenna with an 

antenna providing two or more beams in the horizontal plane. 

Another application is where an area with extremely high traffic density must be served from a single 

point. This frequently arises in the context of stadiums or open-air venues such as music concerts or 

sports events. Here, different sectors of the crowd are covered by separate narrow beams. Because 

music events and the like are often one-time or annual events, there is growing interest in high capacity 

COW (cell-on-wheels) systems with multi-beam antennas providing horizontally sectorized multiple cell 

coverage that can be moved in to cover the particular event. A typical panel antenna for covering such a 

crowd is a cross polarized 9 column antenna (2x9 ports) to produce 9 sectors with dual branch receive, 

as shown below in Figure 8. The left figure is for an array of 10x6 elements driven from a Butler matrix 
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with 5 inputs forming the five beams shown and the right figure is from an array of 20x6 elements used to 

form 9 cross polarized beams.  

 

Figure 8 ï Multi-beam transmit patterns. The left figure corresponding to an antenna array with a center beam gain of 20.5 

dBi; the right figure has a center beam gain of 23 dBi. 

The technology seems to have application for capacity enhancement in many situations. Another 

example tilts the two polarizations separately tilted to produce two rows of 9 beams as shown in Figure 9. 

This product is touted for covering tiers of bleachers in sports stadiums.   

 

Figure 9 ï Multi-Beam Antenna array pattern for 2 rows of 9 beams.
vii

 

Two-beam antennas have been implemented as RET antennas with the networks implemented in each 

row of the array. This is also possible with multi-beam antennas; however the complexity rapidly grows 

with the number of beams. 

The basic antenna consists of an array of dual-polarization columns fed from two butler matrices so as to 

obtain a number of beams pointing at different azimuth angles. 

A butler matrix is a microwave network with n input ports and n output ports allowing the forming of up to 

n beams when connected to the n port antenna. The input ports are all matched and isolated from each 

other as are the output ports. The network has the special characteristic that if a signal is applied to input 
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port i (i=1,é.n) then the output j (j=1é.n) has phase 360 (j-1)(i-1)/n degrees, which means that feeding 

element i radiates a beam at azimuth of sin
-1

[l/s*(i-1)/n] where s is the spacing of the columns. 

2.3 PERFORMANCE OF THE VARIOUS ANTENNA CONFIGURATIONS 

Of all the various antenna configurations illustrated in Figure 6 and the various transmission modes 

shown in Figure 3, which combinations should actually be used? How should we select the best ones?
 viii

 

The important metrics we consider in choosing between the various configurations are (1) spectrum 

efficiency under full load (full buffers) and (2) throughput of cell edge or cell border UEs ï typically taken 

as the 5-percentile UE throughput. These metrics apply in both downlink and uplink scenarios. 

Simulations such as these help provide some comparisons among schemes, and even though the 

performance numbers are averages across several different environmental parameters, the actual field 

performance may differ considerably from one instance to another.  

We chose between various numbers of downlink antenna columns for downlink Nx2 MIMO channels as 

shown below in Figure 10.
ix
 Here we see a summary of comparable simulations of Nx2 downlink 

performance of SU-MIMO performance in terms of Spectral Efficiency (SE) and Cell Border ThroughPut 

(CBTP) (taken as the 5 percentile throughput). These simulations were conducted assuming a FDD-LTE 

system operating with a 10 MHz carrier bandwidth at 2100 MHz. The simulation modeled TM4 (Closed 

Loop Spatial Multiplexing) for 2 and 4 branch transmissions, and TM9 for 8 branch transmissions.
4
  The 

particular numbers should not be the focus here but rather the relative performance of various antenna 

types. Here we see, for example, that CLA-2X with twice the number of antenna elements as DIV-1X 

provides about 20% aggregate increase over DIV-1X (aka CLA-1X), and a 32% increase in cell edge 

throughput. An additional doubling of columns to CLA-4X provides a similar percentage increase in 

performance (from 20% to 40% in aggregate throughput and 32% to 70% for cell edge throughput).  

                                                                 

4
 In addition, the simulations detailed here and in Figure 11 assume ideal calibration (zero phase difference) of transmit chains 

through to the antenna elements, vertically oriented UEs with vertically oriented antennas, and an average of case 1, and 3, UMi, 

UMa, RMa configurations given by 3GPP 36.814. A 21 cell scenario with a hexagonal grid of 7 sites is simulated as per ITU 

guidelines. The calculated SINR is used for dropping decisions, MCS selection corresponding to an Ideal Link Adaptation (LA) 

assumption. Full buffer traffic loads were assumed for 10 users per cell. Overheads and performance are based on 3GPP 36.814 

assumptions.. 
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Figure 10 ï Downlink performance estimates for various closely spaced antenna configurations based upon simulations in 

multiple deployment scenarios (base station separations, down tilts, urban and rural, etc. 2100 MHz carrier frequency with 

a bandwidth of 10 MHz FDD. SE refers to spectral efficiency and CBTP the Cell Border Throughput. 

We see, that the downlink performance of ULA configurations are slightly better than for CLA, an artifact 

of the simulation simplification of consistent vertical orientation of the handsets in the model. The 

aggregate throughputs are higher (though only slightly so) for, say ULA-2V than for DIV-1X, and ULA-8V 

vs. CLA-4X, but the cell edge performance is better by 15% or more. This can be anticipated by the ability 

of ULA schemes to form narrower beams (about half as narrow for the equivalent CLA antenna) that are 

more directed to the individual UE without adding as much intercell interference. What the ULAs give up 

in polarization diversity, they more than make up for in added antenna gain. Even so, these numbers 

should be interpreted with some humility as the model may not properly characterize the polarization 

diversity of the handsets and the polarization mixing of the real channels. The UE terminal antennas were 

modeled as co-polarized vertically, and of equal gain, for example. This is not generally the case for real-

world terminals. 

These observations are not recommendations. In addition, these results should be weighed against uplink 

performance and other aesthetic and practical considerations such as lease agreements which tend to 

cost more for wider antenna radomes. 

With 10 wavelength separations modeled as ñwidely spacedò antennas, the following simulation results 

indicate that closely spaced columns are preferred for all vertical and crossed polarized antenna columns, 

just as we saw in Figure 11 above. 

Comparing Nx2 DL SU -MIMO ïClosely Spaced BS Antennas

1V ULA-2V DIV -1X ULA-4V CLA-2X ULA-8V CLA-4X

N x 2

SU-DL MIMO

Configuration

SE | CBTP

[bps/Hz | kbps]
1.7 | 470 2.0 | 620 1.9 | 540 2.4 | 830 2.3 | 710 2.8 | 1000 2.7 | 920

Gain vs reference

% | %
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0 | 0
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||||

||||

||||

||||

||

X X

X X

X X

X X

||

||||||||

||||||||

||||||||

||||||||

0,1, 2,3,4,5,6,7

||

X X X X

X X X X

X X X X

X X X X

0,4 | 1,5|2,6|3,7

||

|

|

|

|

||

||

||

|| 

||

||

X

X

X

X

||

Martin Schipporeit, Feb. 2013



 4G Americas MIMO and Smart Antennas for Mobile Systems ï July 2013 ï All Rights Reserved   24 

 

Figure 11 ï Simulated downlink performance for various widely spaced antenna configurations. As in Figure 10, SE refers 

to the aggregate Spectral Efficiency and CBTP corresponds to the Cell Border (5 percentile) Through Put, (a/k/a the cell 

edge bit rate).  As before, ñmileage may varyò in actual field instances, so these numbers should be interpreted as 

comparisons only and not for absolute performance expectations. 

2.4 AN ANALYSIS OF ANTENNA CONFIGURATIONS FOR 4X2 AND 4X4 MIMO 

An attractive base station antenna solution for LTE supporting up to four layers in the 

downlink is to use two horizontally separated dual-polarized antennas such as shown 

to the right. This enables a compact antenna design that can utilize both the spatial 

and polarization dimensions.  The amount of separation between the two antennas 

will have different impacts on the potential gains of beamforming, diversity, and spatial 

multiplexing.  Realizing these gains puts conflicting demands on the antenna 

separation and different choices of antenna separation will result in different system 

performance profiles.  The antenna size is also an important parameter from a site 

installation point of view.  It influences various aspects, e.g., visual footprint, wind 

load, and site rental cost.  

Results from a study on the impact of antenna separation on LTE system performance are presented.
x
  

By means of system simulations, evaluations are performed to aid the understanding of the antenna 

separation trade-off.  In addition, empirical support to the simulation results is provided by means of 

comparison to results from a measurement campaign.
xi
  

The simulations were performed with a detailed dynamic system simulator that includes models of 

adaptive coding and modulation, UE mobility, and delays in channel quality reports.  It also contains an 

implementation of the 3GPP spatial channel model (SCM)
xii

 and the mutual information based link-to-

system interface.
xiii

 

Comparing Nx2 DL SU -MIMO ïWidely Spaced BS Antennas

1V DIV -2V DIV -1X DIV -4V DIV -2X DIV -8V DIV -4X

N x 2

SU-DL MIMO

Configuration

SE/CBTP

[bps/Hz  | kbps]
1.7 |470 2.0 | 540 1.9 | 540 2.2 | 650 2.2 | 640 2.3 | 700 2.2 | 710

Gain vs reference
% | %
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A simulation scenario similar to the defined 3GPP case 1
xiv

 was evaluated for different configurations with 

dual-polarized antennas at the BS using the closed loop spatial multiplexing transmission mode 

(transmission mode 4).  3GPP case 1 refers to a macro-cell reference system deployment type with the 

3GPP SCM used for channel modeling.  The network consisted of 19 sites separated 500 m with 3 cells 

per site and an average traffic load of 4 UEs per cell.  Each antenna port of the BS antenna was modeled 

according to the BS antenna model
xiii

 regardless of antenna separation.  The notation ñmtx x nrxò will be 

used for an antenna configuration with mtx transmit and nrx receive antenna elements.  Downlink (DL), 

4x4, 4x2, and 2x2 configurations comprising one or two dual-polarized antennas at the UE and BS are 

investigated.  For uplink (UL), 1x4 and 1x2 configurations comprising one vertically polarized antenna at 

the UE and one or two dual-polarized antennas at the BS (the E-UTRA standard for LTE assumes the 

use of at least two antennas in the UE, at least as a baseline).
xv

  Wideband PMI and frequency selective 

CQI was assumed in the simulations. 

Next, we consider the performance impact of changing the separation, D, of two columns of base station 

antennas, such as the DIVersity with two cross polarized (DIV-2X) type (H) in the figure above.  

 

Figure 12 ï  Downlink bit rate (a), downlink transmission rank probability (b), and uplink bit rate (c) as a function of the two 

dual BS antennas separation for the 4x4 and 1x4 antenna configuration in the DL and UL, respectively. 

The left plot, in Figure 12a shows normalized downlink (DL) bit rate for the 4x4 antenna configuration as a 

nna columns.  Three different 

metrics are shown; cell throughput, cell edge bit rate and peak bit-rate.  These metrics are defined by the 

average cell throughput and the 5- and 95-percentile of the CDF of the active radio link bit rate (ARLBR), 

respectively.  The ARLBR is the user bit rate averaged over the time a user has been assigned 

dual-polarized BS antennas for each curve.  The results in the left plot (a) show that the cell throughput 

and cell edge bit rate decrease as the base stationôs antenna separation increases, while it is essentially 

constant for peak rate.  There is a benefit of a small antenna separation in this scenario since it is 

interference limited; hence, beamforming gains are more important than spatial multiplexing gains.  The 

middle plot, (b), shows results from the 4x4 antenna configuration of the probability of a certain 

transmission rank as a function of the two dual-polarized antennas separation.  The rank statistics in the 

middle plot show that rank 1 and 2 are most probable for small antenna separation.  As the separation 

increases, the probability of rank 3 transmission increases.  Almost no rank 4 transmissions occur, since 

the signal-to-interference-and-noise ratio (SINR) is too low in this scenario.   

Corresponding UL results for a 1x4 configuration are shown in Figure 12c. The results show that in this 

-

  (a)  (b)  (c) 
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polarized antennas increases.  This is because the diversity gain increases with increased co-polarized 

antenna separation.  

 

               Downlink Low Load                  Downlink High Load         Uplink Low Load    Uplink High Load 

 

Figure 13 ï Performance summary of different antenna configurations for DL and UL for networks in high or low load 

conditions. 

Figure 13 shows a summary of the performance with different configurations for DL and UL in networks 

with high load, as well as in networks with low load. The bit rates have been normalized to the 2x2 and 

1x2 results for DL and UL, respectively. Two different antenna separations are com

representing small and large separation, respectively.  In the low load network scenarios shown, there are 

on average 0.1 UEs/cell.  The results show that for DL, a small antenna separation gives highest 

performance for all cases except for peak throughput at low load.  For UL, large antenna separation gives 

highest performance in all cases.  However, most of the UL gain in going from two to four antennas is 
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Figure 14 ï Results from full system simulation (left), single cell, single user simulation (middle) and field trial (right) for 

downlink 4x4 antenna configuration. Green curves correspond to 25 wavelength spacing; red curves correspond to 0.7 

wavelengths. 

In order to allow comparison to measurement results, Figure 14 shows throughput CDFs for a full system 

simulation with an average of 4 UEs/cell, simulation of a single UE single cell (SUSC) scenario, and for 

the SUSC field trial results, respectively.  These results are for 4x4 configurations and each plot shows 

g a 

single UE in a single cell scenario and only downlink performance was addressed.
xi
  In order to simulate a 

SUSC scenario, all intercell interference was turned off in the simulator.  In these simulations, somewhat 

different parameter settings were used to better reflect the trial scenario, e.g., getting a similar signal-to-

noise ratio (SNR) range in simulations and trials.  The purpose of the comparison is not to reach an 

accurate agreement in terms of absolute performance numbers, but rather to illustrate that the relative 

performance between different configurations shows similar behavior. 

2.5 ANTENNA ARRAY CALIBRATION 

The effect of calibration on some of these various antennas schemes was also considered with the 

following results obtained for some selected schemes. Here we see that closely spaced antennas suffer 

slightly more than widely spaced antennas from lack of calibration. The effects are in the range of a 6% to 

2% reduction in spectral efficiency for the un-calibrated scenario in the simulation model used in this 

study.
5
 

                                                                 

5
 The simulation parameters were the same as described in the previous footnote for the performance comparison of 

the various antenna schemes, but with the un-calibrated base station antennas corresponding to uniformly random 

phase offsets applied to the transmit signals at the antenna ports. This has the effect of equalizing the PMI uplink 

reports.  

Simulations, full System Simulation, Single User, Single Cell Field Trial 

Normalized Throughput Normalized Throughput 

 

Normalized Throughput 
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Figure 15 ï Impact on Spectral Efficiency (SE) and Cell Border Through Put (CBTP) due to lack of calibration of the base 

stationôs antenna paths.  As before, these simulation results are an average of several configurations of environmental 

parameters and specific instances vary considerably, so field experience may vary similarly from one instance to another. 

These simulations provide insights into comparative performance more than absolute expectations. 

Similar to previous results, the full system simulation shows that a small antenna separation gives the 

highest throughput.  In the Single User-Single Cell (SUSC) simulation and the field trial, the configuration 

with large antenna separation gives higher throughput for UE positions with good channel quality.  In 

these cases, the SNR is sufficiently high to benefit from the additional spatial multiplexing gains offered 

by the uncorrelated antennas. 

Antenna arrays that are used to perform the various forms of beamforming or antenna precoding 

described in this white paper generally require some form of calibration to control the relative amplitude 

and phase values on the transceivers that drive the antenna array.  (Note that we are distinguishing 

antenna precoding from beamforming by using the term precoding to refer specifically to the TM modes in 

LTE, for example that perform UE-specific beamforming at baseband based on PMI-fed back (as in TM4 

or TM9) or Sounding Reference Signals (SRS) (as in TM7 or TM8).  In general, errors in amplitude and/or 

phase response in the transceivers behind the array can degrade the performance of the beamforming or 

precoding, and the level of degradation depends on the particulars of the beamforming or precoding 

strategy and the associated calibration strategy being used.   

Impact of óUncalibrated BS antennaô Assumption

ULA-4V CLA-2X DIV -4V DIV -2X

Configuration

SE | CBTP Perf.
Calibrated

absolute impact [%]

Uncalibrated

2.4  |  790
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2.2  |  700

2.2  |  740

-4% | -3%

2.1  |  720 
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This section describes the antenna array calibration requirements for three common situations.  The first 

subsection describes the calibration requirements for a beamforming antenna array where the important 

issues of concern are the key characteristics of the antenna array radiation pattern, most notably the 

beamforming gain and sidelobe behavior of the overall array.  The second and third subsections describe 

the calibration requirements for antenna arrays involved in adaptive per-user precoding where the 

precoding weights are applied at baseband and the key metrics of concern are the quality of the overall 

link between the transmit array at the base station and the UE (e.g., TM4, TM7, TM8, or TM9 in LTE).  

The second section deals with how calibration errors can actually degrade the performance of codebook-

feedback based precoding for Single-User MIMO (e.g., TM4, TM9) as well as for Multi-User MIMO (e.g., 

TM9).  The third section deals with how calibration errors in TDD can degrade the performance of SRS-

based precoding (e.g., TM7, TM8 in LTE) that leverages the UL/DL reciprocity of a TDD system.   

2.5.1 CALIBRATION REQUIREMENTS FOR BEAMFORMING 

Beamforming quality depends on the relative accuracy of the amplitude and phase values of each 

transceiver. As with all multi-column beamforming antenna systems, there is some degree of error due to 

undesirable variations between each transmit and receive path.  With beamforming, some type of 

calibration method must be implemented to minimize the amplitude and phase errors between 

transceivers and antenna columns. Figure 16, below, shows the comparison of a beam synthesized 

without any amplitude or phase errors as compared to a beam synthesized with random amplitude and 

phase errors.  For this particular example, random amplitude errors of °0.5dB and random phase errors 

of °20  ̄were applied simultaneous to each transceiver of an 8-column beamforming antenna array. 
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Figure 16 ï Beamforming degradation due to amplitude and phase errors. 

As can be seen in the patterns in Figure 16, phase and amplitude errors can result in significant 

beamforming degradation. The degraded patterns may result in undesirably high side-lobe levels, 

squinting of the main beam, and degradation in gain, as well as losing the ability to accurately position 

nulls.  Typical beamforming systems deployed today require that amplitude variations be limited to +/- 

0.5dB, while phase variations are limited to no more than +/- 5 degrees.  

Calibration networks for beamforming antennas can be implemented by integrating directional couplers 

on individual antenna paths.  The coupled outputs are then combined and connect to a dedicated 

calibration transceiver.  A typical calibration network block diagram for a 4-column beamforming antenna 

array is shown below in Figure 17.  By selectively powering up individual transceivers, the amplitude and 

phase characterization of each antenna path can be achieved.  
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Figure 17 ï Calibration network block diagram for a 4-column beamforming array. 

 

The calibration network shown in Figure 17 allows for periodic automated calibrations.  Typically, these 

calibrations would take place at periods of low traffic usage, but essentially can be performed at any time. 

It is important to note that the power divider network and directional couplers must be carefully designed 

and calibrated such that they do not contribute additional amplitude and phase errors.  These types of 

networks require careful s-parameter characterization at the factory level to ensure that adequate 

performance levels are achieved. 

For beamforming antennas with additional columns, there will be an obvious increase in cost and 

complexity of the calibration networks.  Some lower cost calibration networks have eliminated the need 

for couplers, combiners and dedicated calibration transceivers.  These lower cost calibration networks 

exploit the strong mutual coupling of the adjacent antenna columns to establish phase relationships 

between columns.  A separate calibration transceiver is not required in TDD systems, but instead, the 

main transceivers are used for calibration activity.  While these types of calibration networks are lower 

cost and lower complexity, they do require more complex algorithms for extracting the calibration data.  

It is important to note that the amplitude and phase errors are proportional to the operating frequency.  

Beamforming antenna systems operating at 2.5 GHz and 3.5 GHz will observe phase variation 

significantly higher than for a system operating at 850MHz.  These increased errors are due to the natural 

tolerance variations of the transmission line paths at higher frequencies. 
























